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Appendix F contains the Planning-Level Cost Estimates summary prepared by W&H Pacific in support
of the US 95 Coeur d"Alene Corridor Plan.
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Overview]
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E The U5 25 Coeur d’Alene Corrdor Plan included preparing planning-level cost estimates for the vatious study
i

E

options. This appendix includes a summary of: (1) planning-level costs for each of the solution packages, (2} unit
cost estimates, and (3) individual planning-level cost summaries for each of the selution options, by study area

seginent.
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U3 95 Corridor Plan - Coeur d'Alene, Idaho 04-2281-0008
Planning Level Unit Costs 2001 Dallars 26-Mar-01
Hem Unit Cuaniiy Unil Coit Moles Total Cost
RIGHT-OF-%WAY & DEVELOPMENT
Herw Right-cl-way
Commercial Hachas ] 5817, TED [l =)
Raskderaal Hactara ¥ 5186008 [l 50
AgrisaburalReaidental Heckars o] 5111150 1 )
Agricukaral Heckare [¥] F20.573 12 2}
DISPLACEMENT
Residantizl Each 1] 125000 L] ]
Commardal Each o STE0ACO L] 2]
Induslia Each [H] 5300 AC0 M| 2l
TRAFFIC CONTROL
Traffc Sgnal Each o E17E000 0
RCADWAY {4-Lana Principal Arerial} - Reconstruct with More Lanes
“Jat Kikemesar ] SA0E 400 Il f0
Aalling Kikimesar I EEa3 480 il 0
MountEraus Hikemedar C 31153800 | 2]
RCADWAY {4-Lans Princiaal Artarial] - Recanstruct & Re-Align
Elat Kikemesar ] 51240120 | A1)
adiling Kilornetar o Fr4andan 0l 0
MountEraus Hikrmnesar o J1aizaio | 50
ROADWAY (d-Lane Principal Artarlal) - Major Widaning
Flat Kikimasar { B A0 Il 0
Relling Hikmesar o 701,040 | 0
“Mountanaus Hikrnesar t 31.104.180 ol 0
FRONTAGE ROAD (2-Lana Mince Artarlall - Reconstruct & Re-lign
Flat Kikenesar & EAIE, FED 1l 0
Aalling Kikemesar i EETEGHD I&d| a1l
Meunkanoss Kllmetar I FAUE 400 1l 0
FROMTAGE ROAD (2-Lane Minor Arteriall - Minor Widening
Flat Hikenesar t £156.580 Il §0
Anlling Kikenesar { £17E230 Il i)
Mountanous Hikmesar H £255 560 2l 0
FROMTAGE ROAD (2-Lane Mincr Arterial] - Major Widening
Flat Kikenesar 1] E301.680 | 0
Hoiling Kilkmesar i 301400 o]l 0
Mountarnaus Hikemesar (H] 5552 080 | 50
FROINTAGE ROAD (New 1-Lane Minor Arierial)
Flan Kikamesar o 5161330 il £
Roiling Hikamerar K] 5185700 il $0
Mountanaus Kilamesar ] S2TE 040 Wl 0
RETAINING WALL Sy Metar o 5376 13 50
EXCAVATION whan  Cu Metar 1] ) 13 50
rural K] £ 1Y 0
INTERCHANGE]S}
Maar Ewchi 0 311,275,000 i 50
Mirar Emch o F5A00,000 =] 50
Grade Segaraliaon . a 2,070,100 1 =)
BRIDGE|IS)
Wagr Sq Meder 1] £1,804 1) =
Mirsar 5 Medar 1] SETT 11 i
Hates:

(1] Idaka Transperation Oepartmend, Cast Stody for LIS 95 Ta Freewsy Sardards, Manch 2000, Adjusted for:

nflalicn [2I00-2007 8t 3%| and Coet calegary renge aslimales far Coaur d'alane aras

@ waha Transporlation Depanmend, Casl Shudy for LIS 95 Ta Freewsy Standards, March 2000, Sdjusted for
rflation (20002007 at 3% wilh estimaled lazal land zasls in Coaur Cakme/Hapder anaa, by land use dass

[ We&H Padlis uril coal estmales for abaninlarcharges, TD Dislict Sall axperancaudgameant far rursl

] WWEH Paclic unil coal esimates based ar indardews with 110 rght-ci-#ay ard kacal area neal astate egenls,



US 95 Corridor Plan - Coeur d'Alene, daho 04-2281-0008
2001 Dollars 08-Jun-01
Option: Huetter Alternate Route
From: 1-80
To: SH-53
Item Unit Quantity LUnit Cost Hotes Tolal Cost
Mobilization (5%} All $5.275,188
TEMPORARY PROTECTION & 10% All [&] £10,550,378
DETOUR of TRAFFIC
RIGHT-OF-WAY & DEVELOPMENT
Mew Right-of-way
Cammerclal Hectacre 0,00 S617,780 [1] %0
Residential Hactacry 0.00 &185,328 [1] $0
AgricuturalResidantial Hectacra 196,33 111,150 [11[2] 21,622,080
Agricultural Hectacra 25656 520,575 (A5 §7,649,670
DISPLACEMENT

Residential Each 4 5125,000 F500,000

Commercial Each 1 £750,000 F750,000

Industrial Each o £300,000 B4
TRAFFIC CONTROL

Trafflc Signal Each o] £175,000 1] 0
NEW ROADWAY CONSTUCTION

Fiat Kilametar 16.30  $1,240.120 i1 $15,973,836

Flat Kilometar 5.54 §663,320 (1151 £2,348,153
FRONTAGE ROAD (MINOR WIDEMING)

Flat Kilamater 263 §156.550 [ F411,753
RETAINING WALL Sq Matar o] F2ag 0
EXCAVATION Cu Matar 182,528 53 [3 F547 587
INTERCHANGE(S)

Majar Each 2 $11,075,000 [1]64] £22.150.000

Mirear Each 4 55,000,000 [11[5] 520,000,000

Grade Separaticn Each 5 BE0T0A00 [1][6] 510,350,500
BRIDGE(S)

Maijor S0 Meter 4] $1,905 [11 E1

Minge Si) Meter o 8677 [ $0

Subtotal: F121,320,244

PESCE (20%): 524,265,869

Contingency {10%:): 512,132,934

Total: $157,728,148
Notes:

[1] Idaha Transpodation Department, Cost Siudy for LIS 85 Ta Freeway Standards, March 2000, Adjusted for:

Irfiation and cost category range estimates for Coeur d'Alena area.

Wew route right-of-way nesds are appros. G1m x 18,120m (110,28 hectares). Mew Interchangs right-of-way needs are
[2] approx, 242.94 hectares (40,49 hectares per interchange * &), and 8.02 hectares for new grade separations (2,02

hectares par grade separation * 5).
[3] Far roadway recess inlo ground near abrpart remeay, approx, 805 m x 26 mx 6.1 mw sideslopas
[4] At 1-80 with US-85 and Huatter Road, on Huetler at Hanley, Prairie, Hayden, Lancaster and SH-53.

[§] Assumes possible roadway and RCW costs 1o extend Huetier Road to SH-53 (3.54 km).

[6] Located at 2 railroad crassings, two nortrwest of the airport aver sideroads, and as part of the SH-53 extension.
[7] Miscellaneous mprovements to Huetier Road as frontage to new altemate routa.
(4] Extenslon of 3H-52 1o Alternate Roate.
19 ITD Staff recommended adjestmeant o Consuliant recommerndation (2.5%



USs 95 Corridor Plan - Coeur d'Alene, Idaho

04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01
Option: Expressway - Frontage Roads & Overcrossings
From: 1-90
To: 5H-53
Item Unit Quantity Unit Cost MNotes Total Cost
Mobilization {5%) All £5,081,266
TEMPORARY PROTECTION & 20% All [12] 20,325,063
DETOUR of TRAFFIC
RIGHT-OF-WAY & DEVELOPMENT
Meww Right-af-way
Commercial Hectacre 274 FE17.7ED [1] §1,692.662
Rasidaniial Hectasre 1] $185,328 [1] §0
AgriculiuralfResidential Hectacre .46 111,180 [112] $51.129
DHSPLACEMENT
Reasidertial Each 0 $125,000 50
Commersial Each 1 Fra0,00d FrE0.000
Industrial Each [H] $300,000 50
TRAFFIC CONTROL
Traffic Signal Each 28 $175,000 [1103] 54,900,000
ROADWAY (RECONST, W/ MORE LAMES) : US 95 to 4-Lane Expressway
Flat Kilemeter B.A7 $206,400 [1] 57, TET.048
FRONTAGE ROAD (MINCGR WIDENING)}
Flat Kllometer 115 $156,560 119 523,484
ROADWAY WIDEMING
Flat Kilometer 3.93 $331,660 IR $1,303,424
NEW FRONTAGE ROAD
Flat Kilometer 17.14 §161,830 [1111] $2,773,768
RETAINING WALL Sq Meter 52,640 269 [4] 514,173,810
EXCAVATION Cu Meter 1,722,570 7 [5] 512,057,990
INTERGHANGE(S)
Majar Each 2 511,075.000 [1]8] §22,150,000
Mirar Each 1 5,000,000 [17] $5,000,000
Grade Saparation Each 1 $2,070,100 [1][8] $28,981,400
BRIDGE(S)
Majar Sq Meter i $1.,905 1 $0
fdimor Sg Malar i S6TT [1] HC
Subtotal: 5127,031. 842
PEACE {20%): $25,408,328
Contingency [10%): $12,703, 164
Total: $165,141,134

Hotes:

[1] Idahe Transpartation Department, Gost Study for US 95 To Freeway Standards, March 2000, Adjusted for: Inflation and

cost categony range estimates for Coeur d'Alene area.
[2] Required Right-of-Way for new 2 lane connaction at SH-53 153 m x 31 m,
[3] Signals required al eas and west end all cvercrossing intersections with new frontage roads.
[4] MSE Refaining Wall length 3932 mx 6.7 mx 2,
[5] Roadway excavation is 6.7 m deap « 30 m wide « BSTO m long,

[B] Recanstruct 1-90/U5 95 1O, with additional travel lanes, bike and pedesirian facilities. Censtruct naw direclional ramps frarm

1-80 Wiest to US-25 norh of Apple Way,
[7] Located at intersection af LIS-25 and SH-53.
[8] One at SH-53 cver BMRR and 13 alang raconstrucled LS-85 roadway.
[9] S5H-53 Extension o LS 95
[10] Widaning U3 95 to 4 lanes from Lancaster 1o 5H-53 Extension.

[11] Generally assumes 1-lane directional frantage roads on bath sides of US 95 from Apple Way fo Lancaster. New access

ramps lacated at Dallon, Prairie, Hayden, and Lancaster,
[121 ITD Saff recommended adjustment to Consultant recommendation (10%).



US 95 Corridor Plan - Coeur d'Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01
Option: Expressway - Diamond Interchanges @ Major Intersections

From: [-90

Tao: 8H-53

[tem Unit Quantity Unit Cost Notes Total Cost

Mobilization (5%) Al §6,7393,954

TEMPORARY PROTECTION & 20% All [11] $26,935 814

DETOUR of TRAFFIC

RIGHT-OF-WAY & DEVELOPMENT
Mew Right-of-way

Commergial Hectacre 4.65 $617,760 12] $2 872,584

Residential Hectacre 0 §185,328 [1] $0

AgriculturalResidential Hectacre 2.33 111,150 (11121 $258.980

DISPLACEMENT

Residantial Each 3 §125,000 $375.000

Commearcial Each 15 5750000 $11,250,000

Industrial Each 5 5300000 $1,500,000
TRAFFIC CONTROL

Traffic Signal Each o S175,000 [1] k]

FRONTAGE ROAD (MINOR WIDENING)

Flat Kilometer 015 5156560 1114191 523,484
ROADWAY WIDENING
Flat Kilarmater 3.93 $331,660 (111100 51,303,424
RETAINING WALL Sq Meter byt [3] 50
EXCAVATION Sq Metar 37 [4] &0
INTERCHAMGE(S)
hajor Each 4 $11,075,000 11151 $99, 675,000
Minar Each 1 $5,000,000 111181 $5,000,000
Grande Saparation Each 51 $2,070,100 [11[71 F12,420.600
BRIDGE(S)
Major S Metar 0 51,905 [1] $0
Wlinar ey Metar 0 5677 [1] b4
Subtotal: $168,345 839
PE&CE (20%): 533,669,768
Contingency {10%]): 516,834 5684
Total: $218,853,4%

Notes:

[1] Idaho Transportation Depariment, Cost Study for US 95 Ta Freeway Standards, March 2000, Adjustad for: Inflation and
cost categary ranga estimates far Coaur d'Alene area.

Required Right-af-Way for new 2 lane connection at SH-53 153 m » 31 m [ 47 hactares). Required new right-af-way for

[2] interchanges estimated at 93 hactaras ped imarchange, 5 interchanges within commarcial zoning (4.65 hectarss) and 2
interchanges within agriculture zoning (1,86 hectaras).

[3] MSE Retaining Wall length 3054 m % 6.7 m x 2; plus some additional wall for footing overlap areas en on and off ramps .

4] Roadway excavation is 6.7 m deep x 30 m wide x 8570 m long.

[5] Reconstruct 1-90/U3 95 1.C, with additional travel lanes, bike and pedestrian facilities. Construct new directional ramps
from |-80 West to US-35 north of Apple Way., Mew interchanges located at Kathleen, Hanlay, Praire, Hayden.
Wyorring, Lancastar and Boakel.

[6] Located atintersection of US-95 & SH-53.

[71 One at SH-53; Cthers located on Neider, Dalton, Wilbur, Heneysuckle, and Miles.

[8] SH-53 Extension to US 95.

[10] Widening US 95 to 4 lanes from Lancaster to SH-53 Extension.
[11] ITD Staff recommended adjustment to Consultant recommendation {5%).



04-2231-0008
08-Jun-01

Us 95 Corridor Plan - Coeur d'Alene, Idaho
Planning Level Cost Estimate

2001 Dollars

Option: Expressway - Roundabouts @ Major Intersections
From:
To:
ltam Unkt Quantity Unit Cost Hotes Total Cost
Maobilization {5%) All 36,733,254
TEMPORARY PROTECTION & 20% All [11] 526,935 814
DETOUR of TRAFFIC
RIGHT-OF-WAY & DEVELOFMENT
MNaw Right-cl-wiay
Cornmarcial Hectacre 4,65 817,780 (102 42,672,564
Rasidential Hectacra Q 5185328 [1] 50
Agricullural!Fesidentlal Hactacre 233 5111,150 =1 §258,080
DISPLACEMEMNT
Reaidantial Each 3 128,000 375,000
Cammercial Each 15 750,000 511,250,000
Industrial Each 5 $200,000 51,500,000
TRAFFIC CONTROL
Traffic Signal Each il F175,000 [1 50

FRONTAGE ROAD (MINOR WIDEHING)

Flat Kllomatar 015 156,560 [ 23484
ROADWAY WIDEMING
Flat Kikamester 385 §a31860 [1)010) 31,303,424
RETAINING WALL 50 Medar 260 3] 50
EXCAVATION Sq Metar LT 4] J0
INTERCHANGE(S)
Roundabouls Each 7 £11,075,000 1151 F77.525,000
Bajor Each 2 $11,075,000 111151 F22,150,000
winar Each 1 55,000,000 1] 5,000,006
Geate Separstion Each 8 52,070,100 MM $12,420,800
BRIDGE(S)
Major 5S4 Matar 0 51,905 [1] 0
Minor S Mater [¥] 5677 [1] 50
Subtotal: F168,348 835
FE&GCE {20%): 533,669 768
Conlingency (10%:): 516,834 564
Total: $218,853,491

Holes:

[ ‘aho Transportation Department, Goat Study for U5 95 Te Fresway Standards, March 2000. Adjusted for: Inflation and cost
category range astimates for Cosur d Mens area, Similar quantities and cost as diamond intarchange ROW.
Required Right-of-¥ey for new 2 lana connection at SH-53 153 m x 31 m (47 hectares). Required new right-cf-way for

[2] interchanges eslimated at .33 heclares par interchangs, 5 interchanges within commercial zoning (4,85 hectares) and 2
inleroharges within agriculturs zoning {1.86 hectarea).

[3]  WSE Rataining Wall length 3054 m x 5.7 m x 2; plus some additional wall for footing overlap areas on on and off ramps,

[4] Roadway excavadion is 6.7 m desp x 30 m wide x 8570 m long.

Reconsiiucd -80S 85 |.C. with addilional travel lanas, bike and pedestrian faclities. Construct new directional ramps from |-
[G] 90 Wesl to US-85 north of Apple Way, Mew roundabouts ocated at Kathlesn, Hanley, Praire, Hayden, Wyoming, Lancaster
and Boekel, Assumed the cost of roundabout struciuras the same as SPUI interchanges.

[8] Localed st intersection of U5-85 & SH-53.

[F1 ©Ona at SH-53 spanning the railread tracks; others located on Melder, Dalton, Canfiekd, Honeysuckle, and Mikes.
[3] SH-53 Extension to LS 95,

[10] Widening LS 25 to 4 Lanes from Lancaster 1o SH-53 Extension,

[11] ITD Staff recommended adjustment to Consultant recommandation (3%,




US 95 Corridor Plan - Coeur d'Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01
Option: Expressway - Frontage Roads, Overcrossings & SPUI

From: 1-90

To: SH-53

Item Unit Quantity Unit Cost Notes Tatal Cost

Mobilization (5%) All $8,205, 694

TEMPORARY PROTECTION & 20% Al [12] 332,822,776

DETOUR of TRAFFIC
RIGHT-OF-WAY & DEVELOPMENT
MNew Right=of-way

Cammerclal Hectacre 274 8817760 [1] F1.692 662
Rasidential Hoctacre 0 5185,326 [1 F0
Agricullural/Residantial Hectacre .46 111,150 [1112] $51,128
DISPLACEMENT
Residential Each 5125000 $0
Commersial Each §750,000 $0
Industrial Each S300,000 30
TRAFFIC CONTROL
Traffic Slgnal Each 12 5175000 (103 2,100,000
ROADWAY (RECONST. W/ MORE LANES) : US 95 to 4-Lane Expressway
Fiat Kilometer B.GT 5906,400 11 F7 76T R4A
FRONTAGE ROAD {MINOR WIDENING)
Flat Kilometar 0.15 5156,560 D $23.484
ROADWAY WIDENING
Flat Kilammeter 3.93 533,660 e $1,300.424
NEW FRONTAGE ROAD
Flat Kilcmalar 1714 161,830 [111] 52,773,766
RETAINING WALL Sq Matar 75,000 $268 [4] $20,175.,000
EXCAVATION Cu Maetar 1,585 867 B [5] $13,201,062
INTERCHANGE(S)
Majar Each B $11,075.000 [l $99,675,000
Mirar Each 1 5,000,000 (7 85,000,000
Grade Separation Each 5 $2,070,100 [1]18] $10,350,500
BRIDGE(S)
Major : g Meder 0 $1,905 1] 30
Mirigce 20 Meter 0 SGTT |1] 30
Subtotal: $205,142,353
PEACE [20%:): 541,028,471
Contingency (10%): 320,514,235
Total: $266,685, 059
Hotes:

[1} Idaho Transpodation Deparment, Cost Study for US 95 To Freeway Standards, March 2000, Adjusted for: Inflation and
cast catagory range estimates for Cosur d'Alene arga,

[2] Required Right-of-Way for new 2 lane connection af 54-53 153 mx 31 m.

[3] Siknals required at east and west end all overcrossing infersections with new frontage roads,

[4] MSE Retaining Wall length 3932 m » 6.7 m x 2 Approx. 1.5 m removed from height of MSE wall between full 400 m
ocwerorossings from SPUL .

[5] Roadwsay excavation is 6.7 m deep x 468 m wide x 8570 m kang.

[B] Gonstruct SPUI-type interchanges at Boekel, Lancaster, Wiamning, Hayden, Praire, and Hanley and Kathlzen.
Recansiruct [-90/US 95 1.2, with acditional fravel lanes, bike ard pedestrian faciliies. Construcl new directional ramps
fromm 1-80 West to US-95 noth of Apple Way.

[7] MWew interchange located atintersection of US-55 and SH-53

[8] Oneat 3H-53 over the BMRR and § alang reconstructed LUS-85 roadway.

[8] SH-53 Extension o US 95,

[10] Widening US 25 to 4 lanes from Lancaster 1o SH-53 Extensicn.

[11] Generally assumes 1-lane directional frontage roads on both sides of LIS 95 from Apple Way to Lancaster.

[12] ITD Staff recommended adjusiment to Consultart recommendatior (5%).




US 895 Corridor Plan - Coeur d'Alene, |daho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01

Option: Expressway - Roundabouts w/ Frontage Roads, Overxings
From:
To:
ltern Unit Quantity Unit Cost MNotes Total Cost
Mobilization [5%) Al BE,205 6o
TEMPORARY PROTECTION & 20% Al (1] $32,822 776
DETOUR of TRAFFIC
RIGHT-OF-WAY & DEVELOPMEMT
Mew Right-al-way
Commarcial Hactacra 274 $617, 76D [l $1,602 662
Residential Heclacrs 0 5185328 [1] 0
AgriculiurallFesidental Hactacre L 1] $111,150 1112 561,189
DISPLACEMENT
Residential Each $125,000 $0
Commercial Each $re00co 0
Indusirial Each $300,000 0
TRAFFIC CONTROL
Tralfic Signal Each 12 F1TH0C0 M1 $2,100,000
ROADWAY [(RECONST. W! MORE LANES) : US 85 to 4-Lana Exprassway
Flat Kilgimeer B.ST FODE, 400 [1] BT TGT 848
FRONTAGE ROAD (MINOR WIDENING)
Flat Kilamatier 014 £156,560 [11°[9] 523,484
ROADWAY WIDEMING
Flat Kifometer 583 £331.880 [13014) $1,303,424
NEW FROMTAGE ROAD
Flat Kilomater 17.14 5161, 830 [11111] $2773.766
RETAIMING WALL 54 Mefer 75,000 F [} E20,175.000
EXCAVATION Culdeler 1,885,887 §7 5] 13,201 068
INTERCHANGE(S}
Roiindabouls Each 7 %$11.,075,000 [1108] 77,525,000
Major Each 2 11,075,000 (1] 22,150,000
Minar Each 1 35,000,000 [1[7] BE, 000,000
Grade Saparation Each 5 $2.070.100 13 £10,350,500
BRIDGE[S}
Major Si Maler 0 51,005 [ 50
Mirgr‘ 5o Metar i} ET? [1] 50
Subtotal: 52086, 142,353
PE&CE [20%): 541,028,471
Cantingency (10%]: 520,514,235
Total: $266,685,059
Motes:

[1] Ideho Transporation Degartment, Sost Sudy for LIS 95 To Freeway Standards, March 2000, Adjusted for: Inflafion and
cost catagory rerge estimates for Gosur d'Alene ama,

2]  Required Right-of-WWay for naw 2 lane connaction a 5H-53 153 m 231 m,

3]  Sigrals required at east ard west end all cvercrossing infersections with new frontage roads.

4]  WSE Retaining Wall length 3932 m = £.7 mx 2, Approx. 1.5 m remeved from height of MSE wall batween full 400 m
ovarorossings from SPUI

[B] Roadway excawation is 6.7 m deep x 468.8 mwida x 8570 m long.

[6] Caonstruct grade-saparated roundabouts at Boekel, Lancaster, Wyorming, Hayden, Pralre, and Hanley and Kathlean. .
Reconatruct [-900US 35 |.C. with additional travel lanes, bike and pedestian facilities. Construct new drechional ramps
fromm 1-80 West ta US-95 north of Apple Way,

[l New interchange located at intersaction of US-93 and 5H-53

[B]  Dneat SH-53 over the BNRR and 4 aloag reconstructed US-95 roadway.

[B]  5H-53 Extensionto US 95

[0 Widaning LS 9510 4 lanes from Lancaster 1o SH-53 Exlension,
[11] Generally assurmes 1-ane directional Fonage reads on both sldes of US 85 from Apple Way o Lancaster,

13 ITR Stall recommended adjuatment to Sonsultant recormmendation (5.



US 95 Corridor Plan - Coeur d'Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01
Option: Center Median U-Turns

From: 1-90

To: SH-33

ltem Unit Quantity Unit Cost Notas Total Cost

Mobilization (5%) All Fo65,848

TEMPORARY PROTECTION & 20% All [6] $3,863,394

DETOUR of TRAFFIC

RIGHT-OF-WAY & DEVELOPMENT
Mew Right-of-way

Commercial Hectacra 0.5 $617,760 1 $a0e,880
Residential Hectacre 1] $185,328 [1] %0
Agricultural/Residential Hectacre i} %111,150 [1] %0
DISPLACEMENT
Residential Each 4] $125,000 %0
Commercial Each 0 $750,000 §0
Industrial Each 1] $300,000 F0
TRAFFIC CONTROL
Traffiz Signal Each 22 100,000 [1]12] %2,200,000
ROADWAY
Flat Kilometer 4] FA06, 400 [1 F0
NEW MEDIAN U-TURN LANES
Flat Kilometer 4.53 §161,630 [1713] §733,080
RETAINING WALL S0 Meter 0 £269 $0
EXCAVATION Sq Meter i 7 $0
INTERCHANGE(S)
Major Each 1 $11,075,000 (11041 11,075,000
Minar Each 1 $5,000,000 11051 $5,000,000
Gradae Separation Each $2,070,100 1 &0
BRIDGE(S)
Major 2q Metar o} $1,808 [ $0
Minar Sq Meter 1] §677 [1] $0
Subtotal: £24 146,212
PE&CE (20%]): $4,829,242
Contingency {10%): $2.414 6521
Total: $31,390,076
Motes:

[1] IMdaho Transportation Department, Cost Study for US 95 To Freeway Standards, March 2000. Adjusted for, Inflation and
cost categary range estimates for Coeur d'Alens area

[2] Dual traffic signals located approx, 400 m apart centared on the cross-streels
11 Sets of left tum lanes constructed in the median, each lana baing apprax. 200 m long and turning at the end 90 degrees

[3] tothe opposing traffic lanes, Traffic signals will control movements at thase intarsactions.

[4] Reconstruct -40/US 85 |.C. with additional travel lanes, bike and pedestrian facllities,

[5] Located at intersection of LS-85 and SH-53

[6] ITD Staff recommended adjustment to Consultant recommendation {5%).



US 95 Corridor Plan - Coeur d'Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01
Option: Widen US 95 to 6-Lanes

From: 1-90

To: SH-53

[tem Unit Quantity Unit Cost Notes Total Cost

Mobilization (5%} Al 1,308,702

TEMPORARY PROTECTION & 20% All [11] 51,308,702

DETOUR of TRAFFIC
RIGHT-OF-WAY & DEVELOPMENT
Mew Right-of-way

Commerclal Hectacre 1 5617, 760 [11 $617, 760
Rasidential Hectacre 0 5185,328 [11 0
AgriculiuraliResidential Hectacre 0.46 5111,150 [102] $51,129
DISPLACEMENT
Resldential Each 0 5125000 30
Carmmarcial Each 0 S750,000 F0
Industrial Each ] 5300,000 $0
TRAFFIC CONTROL
Traffic Signal Each 12 F175,000 [1] $2,100,000
ROADWAY WIDEMING: US 95 to 6 Lanes between Apple Way & Lancaster
Flat Kilometer 18 $331,660 [1] $5,963,247
FRONTAGE ROAD
Flat Kilometer 0,15 156,560 (14191 523,484
ROADWAY WIDENING
Flat Kilometer 3.93 $331,680 [1119] 1,303,424
RETAINING WALL Sn Meter a SZ269 $0
EXCAVATION 30 Meter 0 57 50
INTERCHANGE(S)
Major Each 1 $11,075.000 (11181 §11,075,000
Minor Each 1 $5,000,000 117 55,000,000
Grade Separation ' 0 $2,070.100 [1] 30
BRIDGE(S)
Majar Sq Meter ] $1,905 [11 H0
Mlinar Sq Mater ] FETT [1] $0
Subtotal: $28,747 448
PE&CE (20%): $5,749,490
Contingency {10%): $2,.874.745
Total: $37,371,682
MNotes:

[1] ldaho Transporation Department, Cost Study for US 95 To Freeway Standards, March 2000, Adjusted for: Inflation
and cost category range estimates for Cosur d'Alens area

[2] Required Right-of-\Way for new 2 lana connection at SH-53 153 mx 31 m

[6] Reconstruct |-90/US 95 |.C, with additional travel lanes, bike and pedestrian facilities,

[7] Located st intersection of US-95 and SH-53

[9] SH-53 Extension o US 95,

[10] Widening US 95 to 4 lanes from Lancaster to SH-53 Extension.

[11] 1TD Staff recommended adjustment to Consultant recommendation (5%,



US 95 Corridor Plan - Coeur d'Alene, Idaho

04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01
Street/Project: TDM, Transit & Land Use
From: Corridor &
Ta: City-Wide
Itam Unit Quantity Unit Cost Motes Total Cost
INFRASTRUCTURE
Maw COperations/Maintanance Facility
1 53,000,000 [1] 53,000,000
ROLLING STOCK (Capital)
Line Bus [45-passanger coach) Each i 3258,000 [2] 51,554,000
Dial-a-ride vans Each 3 $35,004 [2] $105,000
Auilary vehicles Each 4 $25,000 [2] 100,000
Fieet Replacamant Perdad - Every 25 years: 50 Year Cost $3,518,000.00
Funding Source:
FTA - Rural Transit 10%
State 10% §351,800
Property Tax 50% $1,759,000
Fairbox Revenue 20%
Misc 10%
OPERATIONS / MAINTENANCE
Annual Expense Each 1 $1,100,000 [2] $1.100,000
S50-Year Cost $55,000,000
Funding Source;
FTA - Rural Transit B0%
Local 20% 511,000,000
[Local Cost: 50-Year Period §13,110,800 |
Subtotal: Annual 35,855,000
50-Y ear 561,518,000
Total: Annual $5,859,000
50-Year $61,518,000

MNotes:

[1] Rough estimate valug of Basin Transit facility in Klamath Falls, Qregon
[#] Unit costs derived from Basin Tansit Servios Flest Replacement program and operations budget {2000 dollars).



US 95 Carridor Plan - Coeur d’Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01

Street/Project: Local Street Improvements Only
From: Corridor Area
To:
Itam : ROW Roadway  Contingency MNotes Total Cost
Hanley Extension 51,367 400 §2,883 3200 51,007,000 [1] §5,237,600
Govnt Way to Huetter
Prairie Avenua Widening 55,151,600 59,656,600 §3,3681,400 [1] 518,189,600

Gowvnt Way Lo 4th 5t
Pleasanton o Ramsey
Hayden Avenue Widening §1,600,600 52,173,000 §7E3,230 [1] $4,536,400
Gowvnt Way to Ramsey
Huetter to Ramsey

Lancaster Upgrade £2,745 400 52,597,000 5811,60 1 $6.254,000
SH-41 to US 35

US 95 Widening 51,303,400 5521530 [2]1 $1,624, 760
Yilyaming to SH-53

Government Way Widening £4,144,600 55,381,400 $1,176, 610 [1] $4,702,800

Craltton to Canfield (5 lanes)

Canfield to Prairie (5 lanes)
Prairie to Honesuckle (3 lanes)
Honeysuckle to Lancaster {4 lanes)

Ramsey Road Widening §2512,200 53,797 060 £2E21LT04 [2] B8 E32 963
Haydan to Wyaming {3 lanes) 5275600 $793,550 5420 G52 [2]
Wyoming o Lancaster {3 lanes) £2,23 60D $798,530 $1.214.052 [2]
Grade Separation 52,200,000 SBE.0I0 [2]

Dalton Widening 207,400 51,197,800 413,400 [1] $1,B12,8600

Ramsey o 4th

S17.723,200  §26,9304650 £10,608.264 565,410,925
Subtotal: $55,410,823
Total: $55,410,923

Notes:

[1] KCATS estimates (1999 dollars adjusted to 2001 using 6% growth estimate).
[2] S 85 Comider Plan Estimates




US 95 Corridor Plan - Coeur d'Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01
Option: Ohio Match / Garwood Option

From: SH-53

To: Ohio Match Road

Item Unit Quantity Unit Cost Wotes Total Cost

Mobillization [5%) All 5627619

TEMPORARY PROTECTION & 10% All [4] §1,255238

DETOUR of TRAFFIC

RIGHT-OF-WAY & DEVELOPMENT
Mesw Right-of-way

Commercial Hactacre ] FE17.760 [1] 50

Residentizl Hactacre i] $185.328 [ 50

Agricultural/Residential Hectacre 0 $111,150 [ g0
DISPLACEMENT

Residential Each i} $125,000 50

Commaercial Each 0 750,000 d

Industrial Each 0 $300,000 S0
TRAFFIC CONTROL

Traffic Signal Each i} $175,000 [ 50
ROADWAY WIDENING

Flat Kilomatar ] $663,320 (11 0
ROADWAY WIDENING: US 95 to 4 Lanes from SH-53 to Ohio Match Road

Flat Kilometer 3.84 $906,400 [1] 33 480.576
FRONTAGE ROAD (RECONST /REALIGH)

Flat Kilometer 3485 $506, 760 [1] $2.001,702
RETAINING WALL 50 Meter ] 5269 30
EXCAVATION Cu. Metear ] 57 $0
INTERCHANGE(S)

hajor Each o $11,075,000 [1] $0

Minar Each 1 55,000,000 112 $5,000,000

Grada Saparation Each 1 32,070,100 [163] $2,070,100
BRIDGE(S)

Major Sq Meter o $1,905 [1] 50

hiricr 5q Meter 1] $ETT [1] S0

Subtotal: $14,435,235

PEECE [20%): $2,887,047

Contingency (10%): $1.443,523

Total: %18,765,805
MNotes:

[1] Idaho Transportation Depariment, Cost Study for US 95 To Freeway Standards, March 2000, Adjusted for: Inflation
and cost category range estimates for Coeur d'Alens area
[2] Located at the north extent of the proposed project.

[3] Located at Garwood over the railroad tracks



US 95 Corridor Plan - Coeur d’Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 17-Dec-01
Option: Spokane River Crossing Option
From: Millview Road
To: Morthwest Boulevard
[tam Unit Quantity Unit Cost Motes Total Cost
TEMPORARY PROTECTION & 10% All 6] $3,171,202
DETOUR of TRAFFIC

RIGHT-OF-WAY & DEVELOPMENT
Mew Right-of-way

Cammercial Hectacre 0 $617.760 [1] 0

Residantial Hectacre ] F$185,528 [1] 30

Agricultural/Residential Hactacre ] $111,150 [1] F0
DISPLACEMENT

Rasidential Each ] $125,000 $0

Cammercial Each ] $750,000 $0

I ustrial Each 0 $300,000 $0
TRAFFIC CONTROL

Traffic Signal Each 2 5175,000 2 £350,000
ROADWAY (MAJOR WIDENING})

Rolling Kilomatar 183 5791,040 [1] 51,447,603
RETAINING WALL Sq Meter 0 5260 50
EXCAVATION 549 Meter i 37 0
INTERCHANGE(S)

Major Each 0 $11,075.000 11 0

Minor Each 1 $5.000.000 173 5,000,000

Grade Separation Each ¥} $2,070.100 [1] $0
ERIDGE(S)

Major Sq Matar 12,835 $1,905 [1][4] F24 450,675

hinor S Malar G35 F5TT [1][5] $463, 745

Subtotal: 534,883,226

PE&CE (20%]): 56,876,645

Contingency {10%): 33,488,323

Total: 45,348 193
MNotes:

[1] ldaho Transporation Department, Cost Study for US 95 Te Freeway Standards, March 2000, Adjusted for: Inflation
and cost category range estimates for Coeur d°Alana area

[2] Signals atthe east and west ends of the minor [.C.

[3] L.C. located at intersection of LIS-35 and South Ramsey Street

[4] Crosses the Spokane River at location of existing bridge; dimensiens are approx. 28 m x 458 m

[5] Crosses minor drainage south of Spokane River; dimensions are appros. 28 mx 24 m

[6] ITD Staff recommended adjustment o Consultant recommendation {0%).



US 95 Corridor Plan - Coeur d'Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 17-Dec-01
Option: Alternate Route - Southern Extension
From: 1-80
To: US 95 Mainline, south of Spokane River
Item Unit Quantity Unit Cost Notes Total Cost
Maobilization (5%) All 54,569,208
TPEDT (5%) All 54 559,208
RIGHT-OF-WAY & DEVELOPMENT
Maw Right-of-way
Commercial Hectacre 7 5617 760 [1112] 54,219,301
Residential Hectacre ] £185,328 [1 50
AgriculturaliResidential Hactacre 180 111,150 [1]13] 521,118,500
DISPLACEMENT

Reasidential Each 40 250,000 510,000,000

Commercial Each 2 F750,000 51,500,000

Industrial Each 4] £300,000 &0
TRAFFIC CONTROL

Traffic Signal Each 1 £175,000 [1 F175,000
ROADWAY (RECONST/REALIGN.)

Ralling Kilometar 1 $1,491 440 [1] 3054 522

Meuntainous Kilometer T $1,812,800 [1] $12,689,600
FRONTAGE ROAD (RECONST./REALIGM.)

Mountainous Kilometer 2.74 5006400 [ $2.483 538
RETAINING WALL 50 Meter 3,672 260 [6] F98T 660
EXCAVATION Sy Metar 0 &7 %0
INTERCHANGE(S)

Major Each 1 511,075,000 [114] $11,075,000

Mincr Each 2 55,000,000 [1E4] $10,000,000

Grade Separation Each ] $2,070,100 [1] $0
BRIDGE(S)

Majar Sq Meter 8,385 51,805 [115] $15,981,045

Minor Sq Mater 25000 $677 1117 $16,925,000
ENVIROMENTAL

Mitigation Job 2 Lump Sum 510,000,000

Subtotal: F127.227 580

PEECE (20%): 325445516

Contingency {10%;): 512,722 758

Total: $165,395,854
Notes:

[1] Idaho Transportation Department, Cost Study for US 85 To Freeway Standands, March 2000, Adjusted for: Infiation and
cost category range astimates for Coeur d'Alene area
[2] Regquired Right-of-Way south of proposed interchange at Huetter Road to Spokane River 640 m = 107 m
Required right-of-way south of Spokane River for US 95 and frantage road, crossing mountainous terrain connacting to US-
[3] 95 8055m = 107 m, including area for major interchange (40.49 hectares) and miner interchange (24.29 hactares).

[4] 1 Major interchange at US 95 and 1Minor interchange located halfway through the mountainous section to the propsed
[5] Bridpe crossing Spokare River is approx. 335 m x 25 m
[B] MSE Retaining Wall length 2740 m % 6.7 m » 2 (uphill & downhill sides of frentaga road).



US 95 Corridor Plan - Coeur d'Alene, Idaho 04-2281-0008

Planning Level Cost Estimate 2001 Dollars 08-Jun-01

Option: Mica Creek / Cougard Gulch
From: Mica Creek
To: Millview Road
[tem Unit Quantity Unit Cost Motes Total Cost
Mobilization (5%) Adl 3878635
TR&DT (10%) All [3] %1,757,260

RIGHT-OF-WAY & DEVELOPMENT
Maw Right-of-way

Caommarcial Hactacre ] 2817, T80 [1] 50

Residential Hectacra ] $185,328 [ 50

Agricultural/Residential Hectacna 40 $111,150 [1] 4,446,000
DISPLACEMENT

Residential Each ] $125,000 %0

Commercial Each o $750,000 30

Industrial Each ] $300,000 §0
TRAFFIC CONTROL

Traffic Signal Each 287 $175,000 (1] $502,250
ROADWAY WIDENING

Flat Kilometer 0 $E63,320 1 30
ROADWAY WIDENING: Add 4th Lane to US 95 - Mica Creek to Cougar Guich Road

Mountainous Kilomater 4.00 S2¥E,040 il $1,104,160
FRONTAGE ROAD (RECONST./REALIGN)

Raolling Kilometer 3.00 %606,760 [11 51,520,280
RETAINING WALL Sy Metar ] $269 $0
EXCAVATION Cu. Metar a 37 50
INTERCHANGE(S)

Majer Each 511,075,000 1 50

Minar Each 2 55,000,000 [112] $10, D00, 00

Grade Separation Each 52,070,100 [1103] 30
BRIDGE(S)

Major Sq Meter 1,905 [1] 30

Minor Sg Meatar 3000 FETT [1] $2,031,000

Subtotal: $22,239,594
PESCE (20%): %4447 919
Contingency {10%): $2,223,959
Total: $28,911,472

MNotes:

[1] Idaha Transportation Department, Cost Study for US 85 Ta Freeway Standards, March 2000, Adjusted for: Inflation
and cost catagory range estimates for Coeur d'Alens area
[2] Located at Cougar Gulch Rd. and Kid lsland

[3] ITD Staff recommended adjustment to Consultant recom mendation (5%,






